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Rigid Nonmetallic Conduit  –  Couplings

Std.
Part Ctn. A B C L
No. Size Qty. Typical I.D. O.D. Typical

E940D 1/2 150 .852 .836 .728 17/64 11/16 11/2

E940E 3/4 100 1.064 1.046 .840 15/16 3/4 15/8

E940F 1 50 1.330 1.310 1.210 15/8 15/16 2

E940G 11/4 30 1.677 1.655 1.535 163/64 1 21/8

E940H 11/2 25 1.918 1.894 1.755 215/64 11/8 23/8

E940J 2 30 2.393 2.369 2.190 247/64 13/16 21/2

E940K 21/2 20 2.890 2.868 2.688 35/16 133/64 33/16

E940K-CAR 21/2 4 2.890 2.868 2.688 35/16 133/64 33/16

E940L 3 25 3.515 3.492 3.375 331/32 13/4 313/32

E940L-CAR 3 5 3.515 3.492 3.375 331/32 13/4 313/32

E940M 31/2 20 4.015 3.992 3.780 49/16 13/4 35/8

E940N 4 15 4.515 4.491 4.265 53/32 125/32 33/4

E940N-CAR 4 5 4.515 4.491 4.265 53/32 125/32 33/4

E940P 5 8 5.593 5.553 5.097 61/4 15/16 41/16

E940R 6 5 6.658 6.614 6.115 71/2 23/16 45/8

All socket fittings should be attached Using Carlon 
solvent cement. Using Carlon fittings with Carlon 
nonmetallic conduit insures system integrity.

Standard Couplings

Socket type for 
joining nonmetallic 
conduit.

Special Long Line Couplings 
Std. Std. Ctn.

Part No. Size Ctn. Qty. Wt. (lbs.)
E941H 11/2 40 9
E941J 2 25 8
E941K 21/2 15 8
E941L 3 15 14
E941N 4 10 15
E941PF 5 4 12
E941RF 6 5 21

Long Line
Couplings

Couplings 
E32447

Except where noted by 

Short Expansion Couplings 
(Expands to a maximum of 2") Std.

Part No. Size Ctn. Qty.

E955D 1/2 40
E955E 3/4 40
E955F 1 25
E955G 11/4 15
E955H 11/2 10
E955J 2 6

E32447

E33447
Expansion Fittings 
(For Use with Schedule 40 & 80 Conduit)
E945 series expansion fittings are designed to 
compensate for length changes due to temperature
variations in exposed conduit runs.

Coupling Male Terminal Travel
End Adapter End Std. Length

Part No. Part No. Size Ctn. Qty. (in.)
E945D E945DX 1/2 20 4"
E945E E945EX 3/4 15 4"
E945F E945FX 1 10 4"
E945G E945GX 11/4 5 4"
E945H E945HX 11/2 5 4"
E945J E945JX 2 15 8"
E945K E945KX 21/2 10 8"
E945L E945LX 3 10 8"
E945M E945MX 31/2 5 8"
E945N E945NX 4 5 8"
E945P E945PX 5 1 8"
E945R E945RX 6 1 8"

Male terminal
adapter endCoupling end

Fabricated Expansion Couplings 

Std. Travel
Part Ctn. Length
No. Size Qty. (in.)
E945KXL 21/2 10 12

• EXCLUSIVE Molded in Mid-point
indicator on the piston.

• EXCLUSIVE 2" Expansion Fitting
with an 8" travel distance.

• Two-piece molded design with
lubricated seals for easier move-
ment for the life of the product.

• Ridges on the fitting for easier
installation (Sizes 2" through 
6" only).

• Male terminal Adapter End design
(1/2" – 2" NPT Threads, and 
2 1/2" – 6" NPSC Threads).

• Two O-Rings to prevent leakage.
• Can be installed vertically or 

horizontally.

E33447
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Rigid Nonmetallic Conduit  –  Adapters

Part Std. A B Min. Max. C S L
No. Size Ctn. Qty. Typical D OD Typical

E943D 1/2 150 .852 .836 .597 11/8 5/8 9/16 15/16

E943E 3/4 125 1.064 1.046 .800 111/32 3/4 9/16 13/8
E943F 1 50 1.330 1.310 1.018 15/8 1 11/16 125/32

E943G 11/4 50 1.677 1.655 1.332 21/32 1 3/4 115/16

E943H 11/2 25 1.918 1.894 1.566 2 5/32 13/16 3/4 21/16

E943J 2 50 2.393 2.369 2.000 2 21/32 13/16 3/4 21/8
E943K 21/2 25 2.890 2.868 2.376 3 5/16 13/4 7/8 27/8
E943K-CAR 21/2 5 2.890 2.868 2.376 3 5/16 13/4 7/8 27/8
E943L 3 45 3.515 3.492 2.954 4 115/16 7/8 31/16

E943L-CAR 3 5 3.515 3.492 2.954 4 115/16 7/8 31/16

E943M 31/2 30 4.015 3.992 3.440 41/2 27/16 17/8 37/16

E943N 4 20 4.515 4.491 3.940 53/32 23/8 7/8 31/2
E943N-CAR 4 20 4.515 4.491 3.940 53/32 23/8 7/8 31/2
E943P 5 5 5.593 5.553 4.815 61/4 21/3 1 315/16

E943R 6 10 6.658 6.614 5.860 71/2 23/8 1 33/8

Male Terminal Adapters
For adapting nonmetallic
conduits to boxes, threaded
fittings, metallic systems.
Male threads on one end,
socket end on other.

Part Std. A B Min. Max. C T L
No. Size Ctn. Qty. Typical D OD Typical
E942D 1/2 150 .852 .836 .620 17/64 11/16 3/4 19/16

E942E 3/4 100 1.064 1.046 .822 15/16 13/16 3/4 15/8
E942F 1 50 1.330 1.310 1.046 15/8 15/16 7/8 115/16

E942G 11/4 30 1.677 1.655 1.377 163/64 1 7/8 2
E942H 11/2 25 1.918 1.894 1.607 25/32 11/8 7/8 27/32

E942J 2 30 2.393 2.369 2.064 247/64 13/16 1 25/16

E942K 21/2 20 2.890 2.868 2.450 311/32 15/8 11/8 215/16

E942K-CAR 21/2 4 2.890 2.868 2.450 311/32 15/8 11/8 215/16

E942L 3 25 3.515 3.492 3.000 331/32 13/4 11/8 31/16

E942L-CAR 3 3 3.515 3.492 3.000 331/32 13/4 11/8 31/16

E942M 31/2 20 4.015 3.992 3.500 41/2 17/8 11/8 31/4
E942N 4 15 4.515 4.491 4.000 51/64 2 11/8 313/64

E942N-CAR 4 7 4.515 4.491 4.000 51/64 2 11/8 313/64

E942NX9* 4 15
E942P 5 8 5.593 5.553 5.047 61/4 115/16 11/16 33/16

E942R 6 6 6.658 6.614 6.055 71/4 21/8 11/16 33/8
E942RX* 6 6 (Cal l  for  information)

Female Adapters

For adapting nonmetallic
conduits to threaded 
fittings, metallic systems.
Female threads on one end,
socket end on other.

* Long Line Adapter

Adapters 

(Cal l  for  information)

Special Schedule 40 Swedge Couplings
*Consult factory for additional sizes

Std. Std. Ctn.
Part No. Size Ctn. Qty. Wt. (lbs.)

E442K 21/2 20 13
E442R 6 6 27
E442T 8 2 17

Risers
Schedule 40 

Part A B C Thread Std. Std. Ctn.
No. Size (Length) (Min.) Size Ctn. Qty. Wt. (lbs.)

E954HX 11/2 80.00 1.567 .950 11/2"NPT 1 3.8

E954J 2 60.00 2.024 .825 2"NPT 1 3.7

E954JX 2 80.00 2.024 .825 2"NPT 1 5.0

E954K 21/2 60.00 2.418 .812 21/2"NPSC 1 6.0

E954KX 21/2 80.00 2.418 .812 21/2"NPSC 1 8.4

E954L 3 60.00 3.012 .798 3"NPSC 1 8.7

E954LX 3 80.00 3.012 .798 3"NPSC 1 11.0

Std. Std. Ctn.
Part No. Size Ctn. Qty. Wt. (lbs.)

E948H 11/2 25 6
E948J 2 25 5
E948K 21/2 25 16
E948L 3 25 13
E948N 4 10 8
E948P 5 14 33
E948R 6 6 16
E948JR 2" (6" long) 15 8
E948JS 2" (Sch. 40 Split Duct) 25 6
E948L12 3" (12" long) 1 1
E948L6 3" (6" long) 15 15
E948LS 3" (Sch. 40 Split Duct) 25 17
E948N12 4" (12" long) 10 28
E948N7 4" (7" long) 15 25
E948NS 4" (Sch. 40 Split Duct) 10 15
E948PS 5" (Sch. 40 Split Duct) 1 2
E948R10 6" (10" long) 6 25
E948R12 6" (12" long) 6 25
E948RS 6" (Sch. 40 Split Duct) 1 2

Couplings 

Sleeve Coupling (For Repair Work)
No Internal Stop

E32447
Except where noted by Special Long Line Couplings —

Sleeve Couplings
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Rigid Nonmetallic Conduit  –  Fittings & Accessories

Part Std. Ctn. L A C
No. Size Qty. Typical Typical Typical

E950ED 3/4" x 1/2" 100 15/32 13/64 11/32

E950FD-CAR 1" x 1/2" 25 111/32 3/16 57/64

E950FE 1" x 3/4" 100 111/32 3/16 11/64

E950GE-CAR 11/4" x 3/4" 10 115/32 3/16 11/64

E950GF 11/4" x 1" 50 115/32 3/16 19/64

E950HF-CAR 11/2" x 1" 10 119/32 3/16 19/64

E950HG-CAR 11/2" x 11/4" 10 119/32 3/16 117/64

E950JG-CAR 2" x 11/4" 10 13/4 7/32 117/64

E950JH-CAR 2" x 11/2" 10 13/4 7/32 125/64

E950KJ-CAR 21/2" x 2" 10 25/32 3/8 127/64

E950LJ-CAR 3" x 2" 10 21/8 1/4 17/8
E950LK 3" x 21/2" 25 115/16 1/4 111/16

E950NL 4" x 3" 25 23/4 5/16 115/16

Reducer Bushings
For connecting different sizes
of conduit. Bell x Spigot.

Reducer Plugs
Std. Std. Ctn.

Part No. Size Ctn. Qty. Wt. (lbs.)
E971C 3/4" x 1/2" 100 2

E971D 1" x 3/4" 100 3

Plugs (Polyethylene)
Std. Std. Ctn.

Part No. Size Ctn. Qty. Wt. (lbs.)
P258H 11/2" 50 2

P258K 21/2" 25 1.5

Plugs with Pull Tabs (Polyethylene)
Std. Std. Ctn.

Part No. Size Ctn. Qty. Wt. (lbs.)
P258JT 2 60 3

P258LT 3 30 3

P258NT 4 48 8

P258PT 5 30 6

P258RT 6 30 9

Reducers 

Plugs 

E32447
Except where noted by 

Part Std. Ctn. Min OD Max CM L
No. Size Qty. D Typical X Typical

E996D 1/2 100 .662 .840 17/64 23/32 27/32

E996E 3/4 100 .824 1.050 121/64 25/32 29/32

E996F 1 100 1.049 1.315 15/8 61/64 13/32

E996G 11/4 50 1.380 1.660 131/32 11/16 11/4
E996H 11/2 50 1.610 1.900 213/64 13/16 13/8
E996J 2 25 2.067 2.375 229/32 11/4 17/16

E996K-CAR 21/2 10 2.469 2.875 37/16 17/8 115/16

E996L 3 20 3.068 3.500 41/8 2 2 1/16

E996L-CAR 3 5 3.068 3.500 41/8 2 2 1/16

E996N 4 10 4.026 4.500 51/8 21/2 21/4

Box Adapters for 
Enclosures Adapts nonmetallic 

conduit to all electrical
enclosures by inserting
adapter through knockout
and cementing into Carlon
couplings.

Threaded Adapters
Std.

Part No. Size Ctn. Qty.

E9842D  1 1/2 25

E9842E  2 3/4 25

1 Fits 3/4" sockets     2 Fits 1" sockets

Fabricated Reducers
Std. Std. Ctn.

Part No. Size Ctn. Qty. Wt. (lbs.)
E952KJ 21/2" x 2" 48 28

E952LJ 3" x 2" 36 21

E952LK 3" x 21/2" 36 31

E952NL 4" x 3" 15 23

E952NM 4" x 31/2" 15 25

E952PN 5" x 4" 12 26

E952RP 6" x 5" 10 31

Fabricated 
Reducers

(Male x Male)

Reducers Adapters 



Caps
Service Entrance Caps

Std.
Ctn. Dimensions (in.)

Part No. Size Qty. F G H
E998D 1/2 5 .45 .45 –
E998E 3/4 20 .45 .45 –
E998E-CAR 3/4 5 .45 .45 –
E998F 1 15 .59 .58 –
E998F-CAR 1 5 .59 .58 –
E998G-CAR 11/4 5 .74 .71 .50
E998H-CAR 11/2 5 .74 .71 .50
E998J-CAR 2 5 .83 .78 .56
E998K-UPC 21/2 2 1.70 1.31 1.00
E998L 3 2 1.70 1.31 1.00
E998N 4 2 2.25 1.88 1.31
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Rigid Nonmetallic Conduit  –  Fittings & Accessories

End Bells

Offset Std.
Std. Ctn. Qty.

Part No. Size Ctn. Qty. Wt. (lbs.)

E994DR-CAR 1/2 25 3

E994ER-CAR 3/4 15 2

E994F 1 50 12

End
Bells

Std. Std.
Ctn. Ctn.

Part No. Size Qty. Wt. (lbs.)
E997F 1 50 1
E997F-CAR 1 15 1
E997G 11/4 35 1
E997G-CAR 11/4 15 1
E997H 11/2 30 1
E997H-CAR 11/2 10 1
E997J 2 40 1
E997J-CAR 2 10 1
E997K 21/2 30 2
E997K-CAR 21/2 10 2
E997L 3 50 2
E997L-CAR 3 10 2
E997M 31/2 40 10
E997N 4 30 11
E997P 5 15 10
E997R 6 10 7.4
E997T 8 3 14.55

Part Std. Std.
No. Size Ctn. Qty. Wt. (lbs.)

E949J5 2" x 5" 50 10
E949J6 2" x 6" 25 12
E949JN 2" x 4" 25 7
E949JX 2" x 8" 12 7
E949LR 3" x 6" 20 21
E949N5 4" x 5" 20 2
E949NR 4" x 6" 15 21
E949R5 6" x 5" 12 27
E949RX 6" x 8" 6 17

Fabricated End Bells
Schedule 40 

Meter Offset
Std.

Part Ctn.
No. Size Qty. Offset A

E995G 11/4 15 0.758 4.230

E995G-CTN 11/4 6 0.758 4.230

E995J 2 8 0.684 4.270

Offsets E32447
Except where noted by 

End Caps
Std. Std.
Ctn. Ctn.

Part No. Size Qty. Wt. (lbs.)
E958D 1/2 100 3

E958E 3/4 100 4

E958F 1 75 5

E958G 11/4 40 4

E958H 11/2 30 4

E958J 2 25 5

E958K 21/2 10 4

E958L 3 10 5

E958N 4 5 17

E958P 5 5 11

E958R 6 5 13

PVC Riser Caps
Std. Std.
Ctn. Ctn.

Part No. Size Qty. Wt. (lbs.)
E935J 2 25 9

E935L 3 25 18

E935N 4 25 18

E935P 5 25 35

E935R 6 10 13

A
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Rigid Nonmetallic Conduit  –  Fittings & Accessories

Flat Sealing Washer

Part No. Size Std. Ctn. Qty.

E943DW 1/2 125

E943EW 3/4 125

E943FW 1 100

E943GW 11/4 50

E943HW 11/2 50

E943JW 2 25

Part No. Size Std. Ctn. Qty.

LT9LD 1/2 1200

LT9LE 3/4 700

LT9LF 1 600

PVC Lock Nut

HOLFORM nonmetallic concrete
sleeve forms are the easy way to
form holes in concrete. They
install in seconds with nails,
screws or staples and are easily
removed. Concrete will not
adhere to them. HOLFORMS are
adjustable to any slab thickness.

Where a waterproof termination is required into any
enclosure (metallic or nonmetallic), install the neoprene
washer over the threads of a terminal adapter before
inserting into the enclosure. Use a standard locknut or
threaded bushing to secure the assembly.

Std. A B C D
Part No. Size Ctn. Qty. Typical Typical Typical Typical

E990D 1/2 75 .852 .836 2.187 .718

E990DR-CAR 1/2 25 .852 .836 2.187 .718

E990E 3/4 50 1.064 1.046 2.531 .781

E990ER-CAR 3/4 20 1.064 1.046 2.531 .781

Gasket included.

HOLFORM™

Concrete Sleeves

Min. Std. Std.
O.D. Ctn. Ctn.

Part No. A B Qty. Wt. (lbs.)

E92CSH 11/2 13/4 20 3

E92CSJ 2 213/32 25 6

E92CSL 3 313/32 25 8

E92CSN 4 413/32 18 8

E92CSP 5 513/32 15 8

E92CSR 6 613/32 12 8

Access 
Pull Elbows

Pull Elbows

SleevesWashers

Lock Nuts

E32447
Except where noted by

Conduit Bodies

Part No. Size Vol. Cu. In. Std. Ctn. Qty.
E970CD 1/2 15.16 15
E970CE 3/4 15.16 15

Type X with
Cover
Four knock-out type socket 
openings, 90° spacing. Available
with 1/2” or 3/4” socket outlets.
Includes cover and gasket.

Supplied with 4 stainless steel cover screws. Diameter 41/8", Thickness 1/4".
*Not designed for use with wiring devices or light fixtures.
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Rigid Nonmetallic Conduit  –  Support Straps

B

Size:
inches Std. Std. Ctn.

Part No. (mm) Ctn. Qty. Wt. (lbs.) A B C D F G H J R

E978DC-CAR 1/2" 40 1 0.80 .75 1.63 0.75 .59 .99 1.36 .21 1.67
(16) (20.3) (1.90) (41.4) (19.1) (14.9) (25.1) (34.5) (5.33) (42.4)

E978EC-CAR 3/4" 40 3 1.00 .88 1.92 0.75 .70 1.20 1.57 .21 1.96
(21) (25.4) (22.4) (48.7) (19.1) (17.8) (30.4) (39.9) (5.33) (49.8)

E978FC-CAR 1" 30 4 1.20 1.02 2.17 0.75 .83 1.43 1.84 .21 2.22
(27) (30.5) (25.9) (55.1) (19.1) (21.1) (36.3) (46.7) (5.33) (56.3)

Single Mount

Single Mount Double Mount

Snap Strap® Conduit 
Support Straps
Carlon’s Snap Strap® offers a unique support strap designed especially
for the installation of PVC conduit. Also usable for installations of rigid
steel. This high strength, nonmetallic clamp allows conduit to expand 
and contract freely, eliminating the bowing commonly seen from the
expansion and contraction of conduit caused by varying temperature
changes. Finished installations have a neat, attractive appearance on
exposed applications.

To be used in accordance with conduit spacing requirements per the
NEC, Section 352.30. This part is not supplied with screws.

• UV inhibited for use in direct sunlight

Size:
inches Std. Std. Ctn.

Part No. (mm) Ctn. Qty. Wt. (lbs.) A B C D F G H J R

E978GC-CAR 11/4" 15 4 1.66 2.75 3.23 1.00 .95 1.78 2.15 .218 3.28
(35) (42.16) (69.9) (82.0) (25.4) (24.1) (45.2) (54.61) (5.54) (83.3)

E978HC-CAR 11/2" 15 5 1.92 3.05 3.53 1.00 1.08 2.04 2.40 .218 3.58
(41) (48.77) (77.5) (89.7) (25.4) (27.4) (51.8) (60.96) (5.54) (90.9)

E978JC-CAR 2" 10 5 2.34 3.50 4.00 1.00 1.31 2.48 2.86 .218 4.06
(53) (59.44) (88.9) (101.6) (25.4) (33.3) (63.0) (72.64) (5.54) (103.1)

Double Mount
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Rigid Nonmetallic Conduit  –  Clamps

Conduit Clamps

Conduit Clamp

Size: Std. Std.
Part inches Ctn. Ctn. Wt.
No. (mm) Qty. (lbs.) A B C D E F G H J

E977DC 1/2" 100 1.2 0.892 1.71 2.16 0.50 .14 .42 .866 1.04 .260
(16) (22.6) (43.4) (54.8) (12.7) (3.5) (10.6) (21.9) (26.4) (6.6)

E977EC 3/4" 100 1.4 1.102 1.97 2.40 0.50 .14 .525 1.076 1.255 .260
(21) (27.9) (50.0) (60.9) (12.7) (3.5) (13.3) (27.3) (31.8) (6.6)

E977FC 1" 100 2 1.39 2.25 2.81 0.594 .14 .658 1.342 1.574 .260
(27) (35.3) (57.1) (71.3) (15.0) (3.5) (16.7) (34.0) (39.9) (6.6)

E977GC 11/4" 50 5 1.714 2.68 3.28 .64 .15 .83 1.687 1.89 .320
(35) (43.5) (68.0) (83.3) (16.2) (3.8) (21.0) (42.8) (48.0) (8.1)

E977HC 11/2" 50 6 1.92 2.82 3.44 .70 .15 .97 1.93 2.12 .312
(41) (48.7) (71.6) (87.3) (17.7) (3.8) (24.6) (49.0) (53.8) (7.9)

E977JC 2" 25 4.5 2.54 3.54 4.18 .76 .16 1.05 2.29 2.49 .315
(53) (64.5) (89.9) (106.1) (19.3) (4.0) (26.6) (58.1) (63.2) (8.0)

E977KC-CAR 21/2" 25 1.4 2.86 4.50 5.46 1.00 .20 1.43 2.86 3.12 .36
(63) (72.6) (114.3) (138.7) (25.4) (5.08) (36.3) (72.6) (79.2) (9.14)

E977LC-CAR 3" 20 1.4 3.47 5.00 6.00 1.00 .20 1.74 3.48 3.70 .36
(78) (88.2) (127.0) (152.4) (25.4) (5.08) (44.3) (88.4) (94.0) (9.14)

E977NC-CAR 4" 15 12.2 4.366 6.15 7.20 1.00 .20 2.32 4.50 4.70 .36
(103) (110.9) (156.2) (182.9) (25.4) (5.08) (58.8) (114.3 (119.4) (9.14)

Nonmetallic Clamps
Nonmetallic clamps offer the same chemical resistance 
as Carlon nonmetallic conduits for a complete, corrosion
resistant system.

To be used in accordance with conduit spacing 
requirements per the NEC, Section 352.30.

• UV inhibited for use in direct sunlight

*Note: Some clamp applications require 2 screws, 2 nuts and 2 washers.






